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Known Difference Between APC8620/21 and the APC8620A/21A 

 

The APC8620A and APC8621A have been designed as a drop-in replacement to the 
APC8620A and APC8621A.  The following are the known differences between the APC8620/21 
and APC8620A/21A.  With the exception of movement to compatibility with PCI bus 2.2 and it 
need for 3.3 volt power, our testing indicates that the new APC8620A and APC8621A should 
work in all current customers’ applications. 

PCI bus Compliance 

The APC8620/21 were originally designed to meet or exceed PCI Local Bus Specification per 
Revision 2.1 (dated June1995).  The newly released APC8620A/21A has been upgraded to PCI 
Local Bus Specification per Revision 2.2.  This assures compatibility with the latest PCIbus 
backplanes, including those with 3.3V or 5V compliant signaling.    

This change now requires that a 3.3 volt power supply be provided on the backplane.  This is 
the norm for most modern PCI-based systems.  The original APC8620/21 only required a +5 
volt and ± 12 volt supply.  The new APC8620A/21A will require +3.3 volt (130mA) as well as a 
+5 volt and ± 12 volt supply.   

Enhanced Features 

 Extended Temperature Option 

The APC8620A/21A is now available in an “E” (extended temperature) version.  The extended 
temperature versions are designed to operate from –40 oC to 85oC.  Extended temperature 
models are APC8620AE and APC8621AE.  Storage temperature for both the standard and 
extended temperature is now rated at –55 oC to 100 oC. 

 8 and 32 MHz Industry Pack compliant 

The APC8620A/21A is now compliant with both 8MHz and 32MHz Industry Pack (IP) modules.  
Per Industry Pack specification, the APC8620A/21A will power up with all IP operating at 8MHz.  
A previously unused register (PCIBar2+0018) will now allow the user to select on an IP by IP 
basis to communicate to the IP in either 8MHZ or 32MHz mode.  Please note, to operate at 
32Mhz mode the IP module must also be compatible with 32MHz operation. 

 Industry Pack Memory Space Compliant 

The APC8620A/21A is now compliant with the Industry Pack Memory Space option.  This allows 
each IP module to support up to 8M bytes of memory.  To ensure compatibility with the original 
APC8620/21, this is a jumper selectable option. APC8620A/21A as delivered, will auto-
configures the carrier’s base address for a 1K byte block of memory.  If the memory jumper is 
selected the system auto-configures the carrier’s base address for an additional 64M byte block 
of memory. 


